
513 

Environmental Protection Agency § 63.1049 

specific fixed roof designated as ‘‘un-
safe to inspect.’’ The documentation 
must include for each fixed roof des-
ignated as such a written explanation 
of the reasons why the fixed roof is un-
safe to inspect using the applicable 
procedures under this section. 

(2) The owner or operator must de-
velop and implement a written plan 
and schedule to inspect and monitor 
the fixed roof using the applicable pro-
cedures specified in this section during 
times when a worker can safely access 
the fixed roof. The required inspections 
and monitoring must be performed as 
frequently as practicable but do not 
need to be performed more frequently 
than the periodic schedule that would 
be otherwise applicable to the fixed 
roof under the provisions of this sec-
tion. A copy of the written plan and 
schedule must be maintained at the 
plant site. 

[61 FR 34195, July 1, 1996, as amended at 64 
FR 38992, July 20, 1999] 

§ 63.1048 Recordkeeping requirements. 
(a) Each owner or operator shall pre-

pare and maintain the following 
records: 

(1) Documentation describing the de-
sign of each floating roof and fixed roof 
installed on a separator, as applicable 
to the separator. When a floating roof 
is used, the documentation shall in-
clude the dimensions of the separator 
bay or section in which the floating 
roof is installed. 

(2) A record for each inspection re-
quired by § 63.1047 of this subpart that 
includes the following information: a 
separator identification number (or 
other unique identification description 
as selected by the owner or operator) 
and the date of inspection. 

(3) The owner or operator shall 
record for each defect detected during 
inspections required by § 63.1047 of this 
subpart the following information: the 
location of the defect, a description of 
the defect, the date of detection, and 
corrective action taken to repair the 
defect. In the event that repair of the 
defect is delayed in accordance with 
the provisions of § 63.1047(d)(2) of this 
section, the owner or operator shall 
also record the reason for the delay and 
the date that completion of repair of 
the defect is expected. 

(b) Owners and operators that use a 
separator equipped with a floating roof 
in accordance with the provisions of 
§ 63.1043 of this subpart shall prepare 
and maintain records for each inspec-
tion required by § 63.1047(b)(1) describ-
ing the results of the seal gap measure-
ments. The records shall include the 
date of the measurements performed, 
the raw data obtained for the measure-
ments, and the calculations of the 
total gap surface area. In the event 
that the seal gap measurements do not 
conform to the specifications in 
§ 63.1043(b)(2) of this subpart, the 
records shall include a description of 
the repairs that were made, the date 
the repairs were made, and the date the 
separator was emptied, if necessary. 

(c) Owners and operators that use a 
separator equipped with a fixed-roof 
and vented through a closed-vent sys-
tem to a control device in accordance 
with the provisions of § 63.1044 of this 
subpart shall prepare and maintain the 
records required for the closed-vent 
system and control device in accord-
ance with the requirements of § 63.693 
in 40 CFR 63 subpart DD—National 
Emission Standards for Hazardous Air 
Pollutants from Off-Site Waste and Re-
covery Operations. 

§ 63.1049 Reporting requirements. 

(a) Owners and operators that use a 
separator equipped with a floating roof 
in accordance with the provisions of 
§ 63.1043 of this subpart shall notify the 
Administrator at least 30 calendar days 
prior to each seal gap measurement in-
spection performed to comply with the 
requirements in § 63.1047(b)(1) of this 
subpart. 

(b) Owners and operators that use a 
separator equipped with a fixed-roof 
and vented through a closed-vent sys-
tem to a control device in accordance 
with the provisions of § 63.1044 of this 
subpart shall prepare and submit to the 
Administrator the reports required for 
closed-vent systems and control de-
vices in accordance with the require-
ments of § 63.693 in 40 CFR 63 subpart 
DD—National Emission Standards for 
Hazardous Air Pollutants from Off-Site 
Waste and Recovery Operations. 
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